
5
3

7
9

11
2

1
6

4
8

10

228 www.vogel-germany.de

Precision Inspection Spirit Levels

 Precision Inspection Spirit Levels          
  DIN 877

•	 for	accurate	levelling	and	adjusting	of	surfaces	and	cylinders

•	 housing	made	of	special	cast	iron
•	 with	prism	and	flat	surface,	finely	ground
•	 adjustable	main	vial	and	one	cross	vial
•	 with	insulation	handles

 Precision Inspection Frame Spirit Levels           
  DIN 877

•	 for	levelling	and	adjusting	of	horizontal	and	vertical	surfaces
 and cylinders

•	 housing	made	of	special	cast	iron
•	 with	prism	and	flat	surface,	fine	ground
•	 adjustable	main	vial	and	one	cross	vial
•	 with	insulation	handles

DIN TC WARRANTY
2 YEARS

sensitivity
0.01 mm/m

sensitivity
0.02 mm/m

sensitivity 
0.05 mm/m

length
mm

- 360281 360282 150 1.100 3694150

360202 360283 360284 200 1.400 3694200

360203 360285 - 250 1.830 3694250

360204 360287 360288 300 2.180 3694300

sensitivity
0.02 mm/m

sensitivity 
0.05 mm/m

sensitivity
0.1 mm/m

360311 360312 360351 150 x 150 x 40 2.200 3694151

360313 360314 360352 200 x 200 x 40 3.300 3694201

360315 360316 - 250 x 250 x 40 4.400 3694251

360317 - 360353 300 x 300 x 40 5.000 3694301

sensitivity
0.1 mm/m

sensitivity 
0.3 mm/m

sensitivity 
0.5 mm/m

length
mm

- - 360261 150 1.100 3694150

360251 360231 - 160 1.100 3694160

360252 360232 360262 200 1.400 3694200

360253 360233 - 250 1.830 3694250

360254 360234 360264 300 2.180 3694300
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DIN TC WARRANTY
2 YEARS


