Precision Dial Indicators

JARKGAQAGAS

VS/LVER-L//VA-'@ Dial Indicator

high workshop grade

* instead of a revolution counter, this dial indicator has a linear scale
¢ the stem is fitted 3.5 mm out of the middle

¢ solid brass housing, matt chrome finish

* stem and spindle stainless, hardened and lapped
* adjustable tolerance fingers C f“
* with turnable scale by outer ring, for easy zero setting
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24 0030 0-30 ‘ 0.1 ‘ - X 10 60 18.5 25, 58 0.320 24 94001
24 0031 0-50 0.1 - X 10 60 18.5 7.5 58 0.320 2494001
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VS/L verLive - Dial Indicator
(o)} high workshop grade
* with concentric millimeter scale
« solid brass housing, matt chrome finish ATNC 24 0134
* stem and spindle stainless, hardened and lapped i
» adjustable tolerance fingers RTIO
 with turnable scale by outer ring, for easy zero setting AN 240102
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24 0102 0-30 0.01 - X 1 60 185 75 58 0230 24 94001
o 240104 0-50 0.01 - X 1 975 365 75 58 0.350 24 94001
240105 0-100 0.01 - X 1 178 655 85 80 0.405 24 94002
240110 0-100 0.01 - X 1 1475 | 565 7.5 58 0.380 24 94002
24 0111 0-10 0.01 - X 1 40 185 75 58 0.190 24 94000
240132 0-30 0.01 v - 1 60 185 75 58 0235 24 94001
= 240134 0-50 0.01 v - 1 975 365 75 58 0.355 24 94001
240135 0-80 0.01 v - 1 1475 | 565 75 58 0.380 2494002
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