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Digital Depth Calipers

 Electr. Digital Depth Caliper
 DIN 862

•	 with	plastic	housing	cover
•	 stainless	steel,	hardened,	measuring	surface	finely	ground
•	 with	fixing	screw
•	 large	LCD	display	with	clear	reading,	digit	height	10	mm
•	 On/Off	button,	zero	setting	at	any	position
•	 mm	/	inch	switchable
•	 incl.	1x	3	V	battery	(type	CR2032,	art.-no.:	20	02093),

with operation manual
22	8262 type F

22	8252 type C

type
mm / inch mm / inch mm mm

type	/	size
of measuring surface

mm

22	8251

C

  150 / 6 0.01 / 0.0005 0.03 100 6 0.215 22 94101

22	8252   200 / 8 0.01 / 0.0005 0.03 100 6 0.235 22 94101

22	8253   300 / 12 0.01 / 0.0005 0.04 100 6 0.305 22 94101

22	8255   500 / 20 0.01 / 0.0005 0.05 150 7 0.550 22 94101

22	8261

F

  150 /   6 0.01 / 0.0005 0.03 100 Ø 1.5 / 7 0.215 22 94101

22	8262   200 /   8 0.01 / 0.0005 0.03 100 Ø 1.5 / 7 0.235 22 94101

22	8263   300 / 12 0.01 / 0.0005 0.04 100 Ø 1.5 / 7 0.305 22 94101

22	8265   500 / 20 0.01 / 0.0005 0.05 150 Ø 1.5 / 7 0.550 22 94101

 Electr. Digital Depth Gauge • IP67
 DIN 862

•	 water	and	coolant	proof	acc.	to	DIN	40050	/	IEC	60529
•	 with	or	without	hook	usable,	hook	is	removeable

•	 stainless steel, hardened
•	 large	LCD	display	with	clear	reading,	digit	height	9	mm
•	 with	screwable	90°	hook,	with	fixing	screw
•	 surfaces	finely	ground	and	lapped
•	 On/Off	button,	autom.	shutdown,	with	ABS/INC	mode		
•	 mm/inch	switchable,	zero	setting	at	any	position
•	 incl.	1x	3	V	battery	(type	CR1632,	art.-no.:	20	02193),
 with operation manual

for measurement of hole depth, recesses and sections

mm / inch mm / inch mm mm mm mm

22	1401 150 / 6 0.01 / 0.0005 0.01 0.03 100 21 x 5 0.190 20 94101

22	1402 200 / 8 0.01 / 0.0005 0.01 0.03 100 21 x 5 0.270 20 94101

22	1403 300 / 12 0.01 / 0.0005 0.01 0.03 150 21 x 5 0.390 20 94101

INOX

CR2032
Lithium
3V DIN TC

INOX
IP 67

CR2032
Lithium
3V DIN TC
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