Precision Digital External Micrometers, Special Design

W .
VD/G/P[US-UA/E Electr. Digital Micrometer ¢ IP54

DIN 863

» splash water proof acc. to DIN 40050 / IEC 60529
* with small anvil measuring surfaces

* Absolute Measurement System (ABS-system)

* with data output RS232 C

* LCD display with clear reading, digit height 7 mm, mm/inch switchable
« frame lacquered, with insulation plates

» carbide surfaces, lapped, spindle hardened and ground

¢ ABS/INC measurement system

* zero setting at any position, On/Off button

—_

0,001 mm
0-25mm

locking wheel for quick and precise fixing
with ratchet for constant measuring pressure
incl. 1x 1.5 V battery (type LR44, art.-no.: 20 20192/B),
with operation manual
« from up 25 mm with setting gauge
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type A type B mm /inch mm /inch mm @ mm mm .Iﬂ
23 2871 23 2861 0=25//0-1 0.001 / 0.00005 0.002 18 0.5 0.275 23 94000
23 2872 23 2862 25-50/1-2 0.001 / 0.00005 0.002 18 0.5 0.325 23 94001
23 2873 23 2863 50-75/2-3 0.001 / 0.00005 0.003 18 0.5 0.465 23 94001
(@)
23 2874 23 2864 75-100/3-4 0.001/0.00005 0.003 18 0.5 0.560 23 94001
W
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Va/amws.mg Electr. Digital Micrometer ¢ IP54
DIN 863
~ » splash water proof acc. to DIN 40050 / IEC 60529
» with 30° and 15° measuring tips
* Absolute Measurement System (ABS-system)
* with data output RS232 C
* LCD display, with clear reading, digit height 7 mm, mm/inch switchable
« frame lacquered, with insulation plates, carbide surfaces, lapped
¢ ABS/INC measurement system
[0} * zero setting at any position, On/Off button
* locking wheel for quick and precise fixing
* with ratchet for constant measuring pressure e
e incl. 1x 1.5V battery (type LR44, art.-no.: 20 20192/B), i
with operation manual
« form up 25 mm setting with gauge
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A N0 A N0 sl knife/radius il - =Om
type A type D mm /inch mm /inch mm mm @ mm mm m
= 23 2971 23 2961 0-25/0-1 0.001 /0.00005 0.3 0.002 18 0.5 0.275 23 94001
23 2972 23 2962 25-50/1-2 0.001/0.00005 0.3 0.002 18 05 0.325 2394001
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